
Dimensions
In the length direction: Ito Single
Base module: L 4,00m / 5,00m / 6,00m 

Connection module: L 3,90m / 4,90m / 5,90m 

Fixed width: 2,5m 

Ito Single 

The Ito Single represents a sophisticated steel shelter. Its design maximises the utility of the space beneath, making it

suitable for applications such as a bicycle, carport or playground shelter. Customisable in a plus version to double the

amount of parking.  The roof can be made with a steel roof, green roof or a transparent roof for a more open feeling. A

feature is the integrated drainage system in the roof and columns. This ensures efficient drainage of rainwater for the

bicycle shelter.
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In the length direction: Ito Single transparent
Base module: L 4,02m/5,01m/6,00m

Connection module: L 3,94m/4,93m/5,92m

Fixed width: 2,6m 

In the length direction: Ito Single plus
Base module: L 4,00m / 5,00m / 6,00m 

Connection module: L 3,90m / 4,90m / 5,90m 

Fixed width: 2,5m 



MATERIAL
Steel grade S235JR for the supporting structure and S250GD for gutters and cover
plates 
Construction and welding performed according to EN 1090

STEEL
STRUCTURE

Columns: tube 250x100mm
Transverse beams: tube 200x100mm
Longitudinal beams: tube 150x100mm 
Height gutters: 220mm 
Height cover plate: 150mm 
Gutters in folded steel plate, thickness 3mm, height of eaves 200mm
Connections are bolted, screwed or welded
The fixing material is galvanised EN ISO 1461

SURFACE
TREATMENT

Columns, beams, wall girders, gates: hot-dip galvanised EN ISO 1461 
Gutters and cover plates: Galvanised EN 10346 
Option: powder coating according to EN 14616

CLEARANCE
HEIGHT

Ito Single 
Clearance under the gutter: minimal 2390mm / maximal 2540mm 
Clearance under the transverse beams: minimal 2270mm / maximal 2630mm 
Clearance under the longitudinal beams: minimal 2530mm / maximal 2680mm 

 
Ito Plus
The columns of the plus version are 340mm longer

ROOF

Roof covering in profiled trapezoidal solid polycarbonate (clear) 
Roof covering in profiled steel sheet (colour inside in off-white, colour outside
RAL7012) 
Green roof: Buffer capacity >26l/m² 

RAIN WATER
OUTFLOW

Through the columns, just above ground level.
      The outer diameter of the steel pipe is 76,1mm

PLACEMENT The shelter is placed freestanding
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Ito - transparent roof - 1

Ito - transparent roof - 2

Ito - transparent roof - 3
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